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OUR PRODUCTS

Primary aluminium

Aluminium is produced from ore (primary aluminium) and scrap (recycled aluminium). Aluminium ore, most 
commonly bauxite, is plentiful and occurs mainly in tropical and sub-tropical areas - Africa, West Indies, South 
America and Australia - with some deposits in Europe.Bauxite is mined then refined into aluminium oxide 
trihydrate (alumina) using the Bayer Process, which has changed very little since the first plant opened more 
than 100 years ago.Alumina is then electrolytically reduced via a smelting process into metallic aluminium. 

Shapes: 

• Ingots 
• T-bars 
• Coating Slabs 
• Rolling Slabs 
• Billets 
• Wire bars

Depending on customer requirements, the 
alloys are grain refined (Ti-B) and modified 
(Sr, Sb). To ensure 
a constant, low level of hydrogen and 
inclusions, all metal is degassed and filtered 
prior to casting.

Company Heneken was founded in 2005 and is now one of the largest and fastest growing suppliers 
of non-ferrous metals to the european industry. 

HENEKEN, s.r.o. delivers aluminum and related alloys worldwide from its warehouses around the Europe. 

Since 2005, Heneken has grown into an internationally recognized supplier to many international companies. 

On-going expansion, modernization and investment in all fields have transformed Heneken into one 
of the most progressive companies on european continent. 

We enjoy strict quality to meet all clients. The trustworthy service and the outstanding prestige of our company 
provide a solid foundation for all our customers from both home and abroad. 

Read on, find out more about us, and the opportunities that lie ahead 
and see how we can work together.

Heneken Team

HENEKEN ALLOY SPECIFICATIONS click here



Wire rod

Wire rod is widely used in the cable industry 
for production of wires and cables, in the non-
ferrous metals industry as a deoxidising agent 
and in hardware production.

DE-OX 
(Deoxidation aluminium)

Deoxidation aluminium consists of alloys with a high share of 
aluminium (usually exceeding 95 %) in the form of pyramids, 
cones, ingots or wire rod which are used to remove free oxygen 
from the liquid steel. Heneken supplies many major steel mills in 
Europe with high quality DEOX products.

Secondary aluminium

All aluminium products can be recycled after use. Its 
recyclability is one of the huge benefits of using aluminium. 
Scrap must be of appropriate quality before it can be melted 
down. 
To obtain this level of quality, all adherent materials must 
be removed. Depending upon the type of contamination 
present, some scrap must be processed; for example, 
beverage cans must have their lacquer removed prior to 
remelting.

Once sorted, scrap aluminium is then loaded into a furnace, 
which melts the aluminium completely. This molten metal 
is then cast or processed - using the same techniques as 
primary processing.

Heneken is currently one of the Central European‘s largest 
suppliers of secondary alloys. Consistency and quality of 
our products are of paramount importance, explaining why 
Heneken s products are so popular.

HENEKEN ALLOY SPECIFICATIONS click here



G R O U P 
O F  A L L O Y S M A R K I N G  O F  A L L O Y C H E M I C A L  C O M P O S I T I O N  I N  %   O T H E R  A D D I T I O N S

Si Fe Cu Mn Mg Cr Ni Zn Pb Sn Ti

AlCu
EN AB-21000 EN AB-AlCu4MgTi 0,15(0,20) 0,30(0,35) 4,2-5,0 0,10 0,20-0,35 - 0,05 0,10 0,05 0,05 0,15 -0,25 0,03 0,10

EN AB-21100 EN AB-AlCu4Ti 0,15(0,18) 0,15(0,19) 4,2-5,2 0,55 - - - 0,07 - - 0,15-0,25 0,03 0,10

AlSiMgTi A-S2GT EN AB-41000 EN AB-AlSi2MgTi 1,6-2,4 0,50(0,60) 0,08(0,10) 0,30-0,50 0,50-0,65 - 0,05 0,10 0,05 0,05 0,07-0,15 0,05 0,15

AlSi7Mg LM 25

EN AB-42000 EN AB-AlSi7Mg 6,5-7,5 0,45(0,55) 0,15(0,20) 0,35 0,25-0,65 - 0,15 0,15 0,15 0,05 0,05-0,20 0,05 0,15

EN AB-42100 EN AB-AlSi7Mg0,3 6,5-7,5 0,15(0,19) 0,03(0,05) 0,10 0,30-0,45 - - 0,07 - - 0,10-0,18 0,03 0,10

EN AB-42200 EN AB-AlSiMg0,6 6,5-7,5 0,15(0,19) 0,03(0,05) 0,10 0,50-0,70 - - 0,07 - - 0,10-0,18 0,03 0,10

AlSi10Mg

239 EN AB-43000 EN AB-AlSi10Mg (a) 9,0-11,0 0,40(0,55) 0,03(0,05) 0,45 0,25-0,45 - 0,05 0,10 0,05 0,05 0,15 0,05 0,15

239 EN AB-43100 EN AB-AlSi10Mg (b) 9,0-11,0 0,45(0,55) 0,08(0,10) 0,45 0,25-0,45 - 0,05 0,10 0,05 0,05 0,15 0,05 0,15

233 EN AB-43200 EN AB-AlSi10Mg (Cu) 9,0-11,0 0,55(0,65) 0,30(0,35) 0,55 0,25-0,45 - 0,15 0,35 0,10 - 0,15(0,20) 0,05 0,15

EN AB-43300 EN AB-AlSi9Mg 9,0-10,0 0,15(0,19) 0,03(0,05) 0,10 0,30-0,45 - - 0,07 - - 0,15 0,03 0,10

239 D EN AB-43400 EN AB-AlSi10Mg (Fe) 9,0-11,0 0,45-0,9 0,08(0,10) 0,55 0,25-0,50 - 0,15 0,15 0,15 0,05 0,15(0,20) 0,05 0,15

Al Si

EN AB-44000 EN AB-AlSi11 10,0-11,8 0,15(0,19) 0,03(05) 0,10 0,45 - - 0,07 - - 0,15 0,03 0,10

230 EN AB-44100 EN AB-AlSi12 (b) 10,5-13,5 0,55(0,65) 0,10(0,15) 0,55 0,10 - 0,10 0,15 0,10 - 0,15(0,20) 0,05 0,15

230 EN AB-44200 EN AB-AlSi12 (a) 10,5-13,5 0,40(0,55) 0,03(0,05) 0,35 - - - 0,10 - - 0,15 0,05 0,15

230 D EN AB-44300 EN AB-AlSi12 (Fe) 10,5-13,5 0,45-0,9 0,08(0,10) 0,55 - - - 0,15 - - 0,15 0,05 0,25

EN AB-44400 EN AB-AlSi9 8,0-11,0 0,55(0,65) 0,08(0,10) 0,50 0,10 - 0,05 0,15 0,05 0,05 0,15 0,05 0,15

AlSi5Cu

225 EN AB-45000 EN AB-AlSi6Cu4 5,0-7,0 0,9(1,0) 3,0-5,0 0,20-0,65 0,55 0,15 0,45 2,0 0,30 0,15 0,20(0,25) 0,05 0,35

A-S5U3G EN AB-45100 EN AB-AlSi5Cu3Mg 4,5-6,0 0,50(0,60) 2,6-3,6 0,55 0,20-0,45 - 0,10 0,20 0,10 0,05 0,20(0,25) 0,05 0,15

LM 4 EN AB-45200 EN AB-AlSi5Cu3Mn 4,5-6,0 0,7(0,8) 2,5-4,0 0,20-0,55 0,40 - 0,30 0,55 0,20 0,10 0,15(0,20) 0,05 0,25

UNI-3600, LM16 EN AB-45300 EN AB-AlSi5Cu1Mg 4,5-5,5 0,55(0,65) 1,0-1,5 0,55 0,40-0,65 - 0,25 0,15 0,15 0,05 0,05-0,20 0,05 0,15

LM 22 EN AB-45400 EN AB-AlSi5Cu3 4,5-6,0 0,50(0,60) 2,6-3,6 0,55 0,05 - 0,10 0,20 0,10 0,05 0,20(0,25) 0,05 0,15

AlSi9Cu

226 D EN AB-46000 EN AB-AlSi9Cu3 (Fe) 8,0-11,0 0,6-1,1 2,0-4,0 0,55 0,15-0,55 0,15 0,55 1,2 0,35 0,25 0,20(0,25) 0,05 0,25

LM 2, L-2640 EN AB-46100 EN AB-AlSi11Cu2 (Fe) 10,0-12,0 0,45-1,0 1,5-2,5 0,55 0,30 0,15 0,45 1,7 0,25 0,25 0,20(0,25) 0,05 0,25

226 EN AB-46200 EN AB-AlSi8Cu3 7,5-9,5 0,7(0,8) 2,0-3,5 0,15-0,65 0,15-0,55 - 0,35 1,2 0,25 0,15 0,20(0,25) 0,05 0,25

EN AB-46300 EN AB-AlSi7Cu3Mg 6,5-8,0 0,7(0,8) 3,0-4,0 0,20-0,65 0,35-0,60 - 0,30 0,65 0,15 0,10 0,20(0,25) 0,05 0,25

UNI-7369/3 EN AB-46400 EN AB-AlSi9Cu1Mg 8,3-9,7 0,7(0,8) 0,8-1,3 0,15-0,55 0,30-0,65 - 0,20 0,8 0,10 0,10 0,10-0,18 0,05 0,25

226/3 EN AB-46500 EN AB-AlSi9Cu3 (Fe) 8,0-11,0 0,6-1,2 2,0-4,0 0,55 0,15-0,55 0,15 0,55 3,0 0,35 0,25 0,20(0,25) 0,05 0,25

LM 27 EN AB-46600 EN AB-AlSi7Cu2 6,0-8,0 0,7(0,8) 1,5-2,5 0,15-0,65 0,35 - 0,35 1,0 0,25 0,15 0,20(0,25) 0,05 0,15

AlSi(Cu)
231 EN AB-47000 EN AB-AlSi12 10,5-13,5 0,7(0,8) 0,9(1,0) 0,05-0,55 0,35 0,10 0,30 0,55 0,20 0,10 0,15(0,20) 0,05 0,25

231 D EN AB-47100 EN AB-AlSi12Cu1 (Fe) 10,5-13,5 0,6-1,1 0,7-1,2 0,55 0,35 0,10 0,30 0,55 0,20 0,10 0,15(0,20) 0,05 0,25

AlSiCuNiMg 260 EN AB-48000 EN AB-AlSi12CuNiMg 10,5-13,5 0,6(0,7) 0,8-1,5 0,35 0,9-1,5 - 0,7-1,3 0,35 - - 0,20(0,25) 0,05 0,15

AlMg

242 EN AB-51000 EN AB-AlMg3 (b) 0,45(0,55) 0,45(0,55) 0,08(0,10) 0,45 2,7-3,5 - - 0,10 - - 0,15(0,20) 0,05 0,15

242 EN AB-51100 EN AB-AlMg3 (a) 0,45(0,55) 0,40(0,55) 0,03(0,05) 0,45 2,7-3,5 - - 0,10 - - 0,15(0,20) 0,05 0,15

349 EN AB-51200 EN AB-AlMg9 2,5 0,45-0,9 0,08(0,10) 0,55 8,5-10,5 - 0,10 0,25 0,10 0,10 0,15(0,20) 0,05 0,15

244 EN AB-51300 EN AB-AlMg5 0,35(0,55) 0,45(0,55) 0,05(0,10) 0,45 4,8-6,5 - - 0,10 - - 0,15(0,20) 0,05 0,15

245 EN AB-51400 EN AB-AlMg5(Si) 1,3(1,5) 0,45(0,55) 0,03(0,05) 0,45 4,8-6,5 - - 0,10 - - 0,15(0,20) 0,05 0,15

AlZnMg A-Z5G EN AB-71000 EN AB-AlZn5Mg 0,25(0,30) 0,70(0,80) 0,15-0,35 0,40 0,45-0,70 0,15-0,60 0,05 4,50-6,00 0,05 0,05 0,12-0,20 0,05 0,15

E U R O P E A N  S TA N D A R D  O F  H E N E K E N  A LU M I N I U M - A L LOY S

Note: Numbers in brackets are the chemical compositions for casts.

www.henekensk.com



Contact Information

Heneken, s.r.o.
LakeSide Park
Tomášikova 64
831 04 Bratislava
Slovak Republic

Sales: +421 911 978 798 
Tel.: +421 2 39 00 00 07
Fax: +421 2 39 00 00 08 

Company Information, General Inquiries, Media 
info@henekensk.com

www.henekensk.com 
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